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CONTROL JOINT MATERIAL.

LEAVE CENTER GAP FOR WATERSTOP

PVC RIBBED CENTER BULB WATERSTOP.

SECURE TO ADJACENT VERTICAL REBAR

WITH WIRE

HOLES IN CONTROL JOINT MATERIAL FOR

REBAR

F-HC FREESTANDING BLOCKS

RIBBED CENTER BULB WATERSTOP

CAST INTO FOOTING

CAST IN PLACE CONCRETE FOOTING

CONTROL JOINT MATERIAL

BENTONITE/BUTYL RUBBER

EXPANDABLE STRIP WATERSTOP BOTH

SIDES OF CONTROL JOINT MATERIAL.

AFFIX WITH ADHESIVE

HOLES IN CONTROL JOINT MATERIAL

FOR REBAR

BENTONITE/BUTYL RUBBER

EXPANDABLE STRIP WATERSTOP. AFFIX

TO FOOTING WITH ADHESIVE

CUT BLOCK RIB ADJACENT TO

WATERSTOP (IF REQUIRED)

CUT BLOCK RIB ADJACENT TO

WATERSTOP (IF REQUIRED)

J. JOHNSON

CONCRETE FOOTING WITH OR WITHOUT

KEYWAY FOR WATERSTOP (PER DESIGN)
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